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3 Dean Plus LED Downlight
v Features & Benefits

¢ Three colour temperatures adjustable via wall switch (not supplied) Input voltage 220-240V~, 50Hz

e Low profile suitable for installation into low ceiling space Dimmable Yes (leading, trailing,

. . . universal, C-Bus)
« High performance SMD LED with independent driver

Colour rendering

e IC-F approved and suitable for abutting and covering index (Ra) 80+
with building insulation
. ] . ) N Power factor >0.9
« Deep dimming compatible with most leading edge, trailing
Beam angle: 90°

edge, universal and C-Bus dimmers
o Complete with 1.2m flex and plug L,, Lifetime >36,000 hrs

e« Warranty: 7 years for Domestic and 5 years for Commercial applications

Ingress protection IP44
\ i Insulation rating IC-F
v Options
¢ Available in white and brushed chrome finishes
¢ Available in 90mm cut out size in Warm White, @ @ I P44

Cool White and Daylight colour appearances

v Photometry v Dimensions

$90-95mm cut out

CPlane  [509MaxAng.][10%MaxAng.] CPlane [50%MaxAng.][10%MaxAng.]
— C0.0_1800: 871 149.1 — C0.0_1800 : 88.0 1501 — C0.0_180.0 : £6.3 1503
— 000 2700: E7.0 1498 — (90.0_270.0: 879 1505 — C90.0_270.0: B8.2 150.7

3000K 4000K 6000K

v Ordering Information

Part No. Barcode Power Colour CCT Flux

Adjustable Warm Adjustable

RTLD012BT0304 6933164626943 12W White, Cool White 3000K, 4000K 900Im-—
. 1000Im
or Daylight or 6000K
Adjustable Warm Adjustable 900Im—
RTLD012BT0404 6933164626981 12W White, Cool White 3000K, 4000K 1000Im
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