EXTERIOR LIGHTING

LED Exterior Wall / Bollard Lights

HORUS SERIES

A HORUS1

PRODUCT FEATURES

Input voltage: 240V AC 50Hz

Wattage: 9W

Osram LED chips

Material: double anti-corrosion powder coated
high-pressure cast aluminium & anti aging UV
protected PC diffuser

e Comes with stainless steel screws

e Constant current driver included

AHORUS2
e Not suitable for dimming AHORUS3 AHORUS4
WARRANTY
e 2 year replacement warranty
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: HORUS1: EXWAFT; HORUS2-4: EXBOLL

CODE DESCRIPTION F;)LVIN I('IEJ“Z/;ENS mTT if\lgl\lf]E IP DIMM (L;l:;G)TH mg;H g’#sTON
HORUS1 |MATT BLK CRESCENT LED S/M WALL LIGHT 3000 350 9 120° IP54  INO - 200 1/8
HORUS2 |MATT BLK OPEN OVAL LED BOLLARD LIGHT SHORT 3000 350 9 120° IP54  [NO 300 200 1/4
HORUS3 |MATT BLK OPEN OVAL LED BOLLARD LIGHT MED 3000 350 9 120° IP54  INO 500 200 1/4
HORUS4 |MATT BLK OPEN OVAL LED BOLLARD LIGHT LONG 3000 350 9 120° IP54  [NO 800 200 1/8




