
1.8K.3.1K (Nightshift)
2.8K.5.8K (Dayshift) (SMART)
2.7K
3K
4K
5K

24
38
45
55

D2000+ Curve LED Downlight
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Driver Type:
PHASE (PHASE)
DALI     (DALI)
ZIGBEE (ZIGBEE 3.0)
CASAMBI (CASAMBI)
010V (0-10V)
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Source lumen output: 2100lm
Delivered lumen: 2000lm
Efficacy: 80lm/W
Colour temp.: 1.8K.3.1K
Beam angle: 38°
CRI: 97
Standard Deviation of colour matching (SDCM): 2MacAdams Steps

Source lumen output: 2100lm
Delivered lumen: 2000lm
Efficacy: 80lm/W
Colour temp.: 2.8K.5.8K
Beam angle: 38°
CRI: 97
Standard Deviation of colour matching (SDCM): 2MacAdams Steps

Source lumen output: 2055lm
Delivered lumen: 1960lm
Efficacy: 78lm/W
Colour temp.: 2700K
Beam angle: 38°
CRI: 97
Standard Deviation of colour matching (SDCM): 2MacAdams Steps

Source lumen output: 2100lm
Delivered lumen: 2000lm
Efficacy: 80lm/W
Colour temp.: 3000K
Beam angle: 38°
CRI: 97
Standard Deviation of colour matching (SDCM): 2MacAdams Steps

Source lumen output: 2140lm
Delivered lumen: 2040lm
Efficacy: 82lm/W
Colour temp.: 4000K
Beam angle: 38°
CRI: 97
Standard Deviation of colour matching (SDCM): 2MacAdams Steps

Source lumen output: 2330lm
Delivered lumen: 2220lm
Efficacy: 89lm/W
Colour temp.: 5000K
Beam angle: 38°
CRI: 97
Standard Deviation of colour matching (SDCM): 2MacAdams Steps
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Source lumen output: 2100lm
Delivered lumen: 2000lm
Efficacy: 80lm/W
Colour temp.: 1.8K.3.1K
Beam angle: 24°
CRI: 97
Standard Deviation of colour matching (SDCM): 2MacAdams Steps

Source lumen output: 2100lm
Delivered lumen: 2000lm
Efficacy: 80lm/W
Colour temp.: 2.8K.5.8K
Beam angle: 24°
CRI: 97
Standard Deviation of colour matching (SDCM): 2MacAdams Steps

Source lumen output: 2055lm
Delivered lumen: 1960lm
Efficacy: 78lm/W
Colour temp.: 2700K
Beam angle: 24°
CRI: 97
Standard Deviation of colour matching (SDCM): 2MacAdams Steps

Source lumen output: 2100lm
Delivered lumen: 2000lm
Efficacy: 80lm/W
Colour temp.: 3000K
Beam angle: 24°
CRI: 97
Standard Deviation of colour matching (SDCM): 2MacAdams Steps

Source lumen output: 2140lm
Delivered lumen: 2040lm
Efficacy: 82lm/W
Colour temp.: 4000K
Beam angle: 24°
CRI: 97
Standard Deviation of colour matching (SDCM): 2MacAdams Steps

Source lumen output: 2330lm
Delivered lumen: 2220lm
Efficacy: 89lm/W
Colour temp.: 5000K
Beam angle: 24°
CRI: 97
Standard Deviation of colour matching (SDCM): 2MacAdams Steps

       0˚    10˚    20˚    30˚       40˚ 

80˚ 

90˚ 

70˚ 

60˚ 

50˚ 

VERTICAL ANGLE

CA
N

D
EL

A 
VA

LU
E

0

2428

7283

4855

9711

12138

14566
       0˚    10˚    20˚    30˚       40˚ 

80˚ 

90˚ 

70˚ 

60˚ 

50˚ 

VERTICAL ANGLE

CA
N

D
EL

A 
VA

LU
E

0

2428

7283

4855

9711

12138

14566

       0˚    10˚    20˚    30˚       40˚ 

80˚ 

90˚ 

70˚ 

60˚ 

50˚ 

VERTICAL ANGLE

CA
N

D
EL

A 
VA

LU
E

0

2428

7283

4855

9711

12138

14566
       0˚    10˚    20˚    30˚       40˚ 

80˚ 

90˚ 

70˚ 

60˚ 

50˚ 

VERTICAL ANGLE

CA
N

D
EL

A 
VA

LU
E

0

2379

7138

4758

9517

11896

14275

       0˚    10˚    20˚    30˚       40˚ 

80˚ 

90˚ 

70˚ 

60˚ 

50˚ 

VERTICAL ANGLE

CA
N

D
EL

A 
VA

LU
E

0

2476

7429

4953

9905

12382

14858
       0˚    10˚    20˚    30˚       40˚ 

80˚ 

90˚ 

70˚ 

60˚ 

50˚ 

VERTICAL ANGLE

CA
N

D
EL

A 
VA

LU
E

0

2695

8085

5390

10779

13474

16169



© 2021 Brightgreen®   Phone (+61) 1300 672 499   Email: hello@brightgreen.com   Web: brightgreen.com



BG-025DALI-OS-550mA,
BG-030DALI-250mA.1000mA-DS (set to 750mA), 
BG-024BSD-550mA, BG-030ZIGBEE-250/1000-
mA (set to 550mA), BG-030ZIGBEE-250/1000-
mA-DS (set to 750mA)
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